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SPECIFICATIONS

Mod PTM2 PTM4 PTM6 PTM8 PTM

Flow Rate 2gpm, 7.5 Ilpm, 4gpm.15.1 lpm, 6gpm, 22.7 lpm, 8gpm, 30.2 lpm, 12gpm, 45.4Ipm,
@30mJ/cm* 0.5 m3/hr 1 m3/hr 1.4 m3/hr) 1.8 m3/hr 3 m3/hr
Flow Rate 1.5gpm, 5.5Ipm, 3gpm, 11.21pm, 4.5gpm, 17 Ipm, 5.5gpm, 20.8 Ipm, 8.5gpm, 32.1 Ipm,
@NSF 40mJ/cm’ 0.3 m3/hr 0.6 m3/hr 1 m3/hr 1.3m3/hr 1.9 m3/hr
Inlet/Outlet 1/2" 12" 3/4" 3/4" 3/4", 1"
Dimensions 42x6.5cm(17°x2.57) 46x6.5cm(18.5"x2.57) 62x6. 5cm (25"x2. 57) 76x6.5cm(30"x2. 57) 98x6. 5cm (39"x2. 57)
Lamp Watts 14W 19W 28W 32W 39W
IC Controller BAP40365 100V.-250V./50-60Hz. 18x9.5x5¢cm(7.08"x3.7"x1.9")
Monitored PTM2S PTM4S PTM6S PTM8S PTM12S
IC Controller BAP40365MS, 100V.-250V./50-60Hz. 24x9.5x5cm(7.08"x3.7"x1.9")
254NM UV Sensor GDS254NM15-V, Voltage Signal Interfaces, Integrated Temperature Sensor, RJ45 Connection, 1/2”, $5316
4-20mA Output YES (optional)
Model PTM18 PTM24 PTM35 PTM42 PTM52
Flow Rate 18gpm., 68.1 Ipm, 24gpm, 90.8 Ipm, 35gpm, 132.4Ipm, 42gpm, 158.9 Ipm, 52gpm, 196.8 Ipm,
@30mJ/cm? 4.1 m3/hr 5.5m3/hr 7.9 m3/hr 9.5m3/hr 11.8 m3/hr
Flow Rate 13gpm., 49.2Ipm, 17gpm, 64.3 Ipm, 26gpm, 98.4Ipm, 31gpm, 117.31pm, 39gpm, 147.6Ipm,
@NSF 40mJ/cm’ 2.9 m3/hr 3.8 m3/hr 5.9 m3/hr 7 m3/hr 8.8 m3/hr
Inlet/Outlet 1" i 1" 1-1/2" 1-1/2"
Dimensions 54x8.9cm(227x3.57) 63x8.9cm (25"x3.5”) 82x8.9cm(33"x3.5") 98x8.9cm (39"x3.5") 117x8.9cm (467x3.5”)
Lamp Watts 40W 50W 65W 80W 100W
IC Controller BAP100365, 100V.-250V./50-60Hz. 18x9.5x5cm(7.08"x3.7"x1.9")
Monitored PTM18S PTM24S PTM35S PTM42S PTM52S
IC Controller BAP100365MS, 100V.-250V./50-60Hz. 24x9.5x5cm(9.45"x3.7"x1.9")
254NM UV Sensor GDS254NM15-V, Voltage Signal Interfaces, Integrated Temperature Sensor, RJ45 Connection, 1/27, 85316
4-20mA Output YES (optional)

Control
+ Lamp Operating LED
+ Audible Lamp Failure
+ UV Relative Intenslty in %

Replocement Parts P
Lamp, GPH287T5L/4-LT  QuartzSleeve, QS331 & Spring, SPRING4506  For PTM2/PTM2S e
Lamp, GPH330T5L/4-LT  QuartzSleeve, QS375 & Spring, SPRING4506  For PTM4/PTM4S P 4

Lamp, GPH505T5L/4-LT  QuartzSleeve, QS535 & Spring, SPRING4506  For PTM6/PTM6S )
+ Low UV Alarm @ Lamp, GPH645T5L/4-LT ~ Quartz Sleeve, Q5665 & Spring, SPRING3604  For PTM8/PTM8S
+2-Stage Lamp Power Lamp, G36T5L/4-LT QuartzSleeve, Q3890 & Spring, SPRING4506  For PTM12/PTM125
+ 4-20mA Output(optional, #YRJ45-420) Lamp, GHO422T5L/4-LT  QuartzSleeve, Q5452 8 Spring, SPRING4506  For PTM18/PTM18S
+ Lamp Life 365 Days Countdown Lamp, GHOS512TSL/4-LT  Quartz Sleeve, Q$542 & Spring, SPRING4506  For PTM24/PTM24S
+ Countdown Resettable Lamp, GHO702T5L/4-LT  QuartzSleeve, QS732 & Spring, SPRING4506  For PTM35/PTM355
+ Total Running Days Lamp, GHO36T5L/4-LT  QuartzSleeve, Q@S890 & Spring, SPRING4506  For PTM42/PTM425
+ Lamp Replacement Reminder Lamp, GHO1052T5L/4-LT QuartzSleeve, QS1082 & Spring, SPRING4506 For PTM52/PTM52S
+ Deferred Alarm(4 times max.)
+ Dry Contacts

Operating Parameters
+ Max. operating pressure 125psi(8.62 bar)
+ Ambient water temperature 2-40°C (36-104°T")
+ Iron <0.3ppm (0.3 mg/L)
+ Hardness < 7gpg (120mg/L)
+ Turbidity < 1 NTU
+ UV Transmittance > 75%
General
+ 4-L0g(99.99%) Reduction in Bacteria
Viruses and Protozoan Cysts
+ 5$5304 Construction Material,$S316 on Request
+ Vertical or Horizontal Installation

FLOW RATE (U.S.gpm)

4 -_J T Inlet

Warranty Aqualight® ultraviolet disinfection systems carry a TWO year warranty on the stainless steel reactor chamber,
aone year warranty on UV lamp, quartz sleeve and other components.
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SPECIFICATIONS

Model PV1 v4 P PV 12

Flow Rate 1gpm, 3.78 lpm, 2gpm. 7.5 Ipm., 4gpm,15.1 Ipm, 6gpm, 22.7 lpm, 8gpm, 30.2lpm, 12gpm, 45.41pm,
@30mJ/cm? 0.25 m3/hr 0.5m3/hr 1 m3/hr 1.4 m3/hr) 1.8 m3/hr 3 m3/hr

Flow Rate 0.5gpm, 1.81pm, 1.5gpm, 5.5Ipm, 3gpm, 11.21pm, 4.5gpm, 17 lpm,  5.5gpm, 20.8pm, 8.5gpm, 32.1Ipm,
@NSF 40mJ/cm? 0.1 m3/hr 0.3m3/hr 0.6 m3/hr 1 m3/hr 1.3 m3/hr 1.9 m3/hr

Inlet/Qutlet 1/4" 1/4" 1/2" 3/4" 3/4" 3/4" 1"
Dimensions 28x5.1cm(11"x2.0")  36x6.5cm(14'x2.5")  42x6.5cm(17'x2.5")  56x6.5cm(22'x2.5")  70x6.5cm(28'x2.5") 92x6.5cm(36'x2.5")
Lamp Watts 10W 14W 19W 28W 32W 39W

IC Controller BAP4011,110V. or BAP4022,220V. 11. 6x6x2. 6cm(4. 6"x2. 4'x1.03") Lamp Operating LED, Audible Lamp Failure

IC Controller BAP40365, 100V.-250V./50-60Hz. 18x9.5x5¢cm(7.08'x3.7"x1.9")

Flow Rate 18gpm, 68.1 Ipm, 24gpm, 90.8 Ipm, 35gpm, 132.4Ipm, 42gpm, 158.9 Ipm, 52gpm, 196.8 Ipm,
@30mJ/cm’ 4.1 m3/hr 5.5m3/hr 7.9 m3/hr 9.5m3/hr 11.8 m3/hr

Flow Rate 13gpm, 49.2Ipm, 17gpm, 64.31pm, 26gpm, 98.4 lpm, 31gpm, 117.31pm, 39gpm, 147.6Ipm,
@NSF 40mJ/cm?* 2.9 m3/hr 3.8m3/hr 5.9 m3/hr 7 m3/hr 8.8m3/hr

Inlet/Outlet i I i FEl2s =12
Dimensions 49x8.9cm(19"x3.5") 57x8.9cm(23'x3.5") 76x8.9cm(30"x3.5") 92x8.9cm(36"x3.5") 111x8.9cm(43"x3.5")
Lamp Watts 40W 50W 65W 80w 100W
IC Controller BAP100365, 100V.-250V./50-60Hz. 18x9.5x5¢m(7.08"x3.7"x1.9")

» Flow Rate Stated at 95% UVT of EOL (End of Lamp Life)

Replacement Parts
Lamp, GPH212T5L/4-LT Quartz Sleeve, Q5245 & Spring, SPRING 4506 ForPV1/PVIT
+ Lamp Operating LED Lamp, GPH287T5L/4-LT  QuartzSleeve, QS331 & Spring, SPRING4506  For PV2/PV2Tus
+ Audible Lamp Failure Lamp, GPH330T5L/4-LT  Quariz Sleeve, QS375 & Spring, SPRING4506  For PV4/PVAT™ P
+ Lamp Life 365 Days Countdown Lamp, GPHS05T5L/4-LT  Quartz Sleeve, Q$535 & Spring, SPRING4506  For PV6/PV 6T
+ Countdown Reseftable Lamp, GPH645T5L/4-LT  QuarizSleeve, QS665 & Spring, SPRING3604  For PV8/PV8T
+ Total Running Days Lamp, G36T5L/4-LT Quariz Sleeve, QS890 & Spring, SPRING4506  For PV12/PV 12T
+ Lamp Replacement Reminder Lamp, GHO422T5L/4-LT  Quartz Sleeve, QS452 & Spring, SPRING4506  For PV18T
+ Deferred Alarm (4 times max.) Lamp, GHOS512T5L/4-LT  Quartz Sleeve, Q5542 & Spring,SPRING4506  For PV24T
+ Dry Contacts(Lamp or Power Fails) Lamp, GHO702T5L/4-LT  QuartzSleeve, Q5732 & Spring,SPRING4506  For PV35T
Lamp, GHO36T5L/4-LT Quartz Sleeve, Q$890 & Spring, SPRING 4506 For PV42T
Operating Parameters Lamp, GHO1052T5L/4-LT Quariz Sleeve, QS1082 & Spring, SPRING4506  For PV52T
+ Max. operating pressure 125psi(8.62 bar)
+ Ambient water temperature 2-40°C (36-104°TF ) »
+ Iron <0.3ppm (0.3 mg/L) o i)
+ Hardness < 7gpg (120mg/L) 50
ekl il o e e e e s
: Pvad
+ UV Transmittance > 75% " _-- —TT 1

Control

General
+ 4-Log(99.99%) Reduction in Bacteria
Viruses and Protozoan Cysts
+ 55304 Construction Material, SS316 on Request
+ Vertical or Horizontal Installation

FLOW RATE (U.S.gpm)

Warranty Aqualight® ultraviolet disinfection systems carry a TWO year warranty on the stainless steel reactor chamber,
aone year warranty on UV lamp, quartz sleeve and other components.
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SPECIFICATIONS

Model PLT1 PLT2 PLT4 PLT6 PLT8 PLT12

Flow Rate 1gpm, 3.8lpm, 2gpm, 7.5lpm, 4gpm, 15lpm, 6gpm, 22.7lpm, 8gpm, 30lpm, 12gpm, 45.4lpm,
@30mJ/cm2 0.25m3/hr. 0.5m3/hr. 1m3/hr. 1.4m3/hr. 1.8m3/hr. 3m3/hr.

Flow Rate 0.5gpm, 1.8lpm, 1.5gpm, 5.5lpm, 3gpm, 11.2pm, 4.5gpm, 17lpm, 5.5gpm, 21lpm, 8.5gpm, 32lpm,
@40mJ/cm2(NSF) 0.1m3/hr. 0.3m3/hr. 0.6m3/hr. 1m3/hr. 1.3m3/hr. 1.9m3/hr.

Inlet/OQutlet 1/4" 1/4" 1427 3/4" 3/4" 1"

o . ey 36x6.5cm 42x6.5cm 56x6.5cm 70x6.5cm 92x6.5cm
Dimensions 28x5.1cm(11"x2") (14"%2.5") (17"%2.5") (22'x2.5") (28'x2.5") (36"x2.5")

Material Stainless Steel #304 ( SS316 on Request)

GPH212T5L/4-LT, GPH287T5L/4-LT, GPH330T5L/4-LT, GPH505T5L/4-LT, GPH645T5L/4-LT,  G36T5L/4-LT,
LempRCt A alls 10W 14W 19W 28W 32W 39W

S QS245, Qs331, QS375, Q5535 QS665, Qs890,
UANZ S ReND 5a length 245mm  length331mm  length375mm  length 535mm  length 665mm  length 890mm

Ballast Part# BAP2011, 110V. or BAP2022, 220V. BAP4011, 110V. or BAP4022, 220V.

*Flow Rate Stated at 95% UVT of EOL (End of Lamp Life)

Control
+ Lamp Operation Indicator
+ Audible Lamp Failure

Operating Parameters
+ Max. operating pressure 125psi(8.62 bar)
+ Ambient water temperature 2-40°C (36-104°F )
+ Iron<0.3ppm (0.3 mg/L)
+ Hardness < 7gpg (120mg/L)
+ Turbidity < 1 NTU
+ UV Transmittance > 75%
UV DOSE (mJ/cm?)

FLOW RATE (U.S.gpm)

General Typical Installation

+ 4-Log(99.99%) Reduction in Bacteria

Viruses and Protozoan Cysts
+ 55304 Construction Material, $S316 on Request
+ Vertical or Horizontal Installation

Warranty Aqualight® ultraviolet disinfection systems carry a TWO year warranty on the stainless steel reactor chamber,
aone year warranty on UV lamp, quartz sleeve and other components.
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UV Lamp Life 365 Days Countdown Timer

Part Number GDCT-365
Specifications

* Power :2pcs AA battery Dimensions : 66x56x26mm

* Operation : Signal wire connected controller(suit BAP4011 and
BAP4022 only), countdown with controller's working. Otherwise,
Timer countdown itself.

>* 365 Days Count Down : Simple and effective way for the home-
owner to be notified when their UV lamp needs to be replaced.
Provides 365 days countdown to meet the standard replacement

e time for your UV lamp with basic controller.

. W ; * Audible Alarm : After countdown completion, it sounds an

. ; audible alarm to alert the need toreplace UV lamp.
Blinking Display : After countdown completion, the display
noftifies that 365 days have expired.

* Count Up Expired Days : Once countdown is expired, the timer
counts up to indicate how many days have passed after the 365
days have expired.

UV Lamp Life 365 Days Countdown Timer

Model: GDCT-365
Replace UV Lamp Wh

en Beeping

Installation

* Power on the controller of UV system

* Signal wire (GDCTCW-40) connect Timer with Controller(suit
BAP4011 and BAP4022 only), then install Battery into Timer

* The Timer will detect the signal from controller for counting (if
none wire connection, Timer countdown itself)

* Strongly recommend to change new battery when replace new
lamp.

* Mute Alarm : press button less than 2 seconds

* Reset to 365 Display : press button 5 seconds to reset 365 days

whenreplace new lamp, orre-install battery

SERATIO MEMBER

Aqua Lightech Limited

www.aqualightech.com

Water

MA \QQuality

LTRAVIOLET ASSOCIATION ASSOCIATION



www.abpsoil.com
www.abpsoil.com
www.abpsoil.com

~ Confidence Aqua

Temperature Management Valve

Integral Temperature Management Valve for use on systems incorporating high-output(800mA) UV lamps. This fully
automatic valve is installed on the OQUTLET PORT of the disinfection system and will discharge a small amount of water to drain

when the system reaches a preset temperature. This valve is perfect for applications with extended no-flow conditions, as it
allows the lamp to operate within its optimal operating parameters,

INSTALLATION Tes st

1. Install Temperature Management Valve directly onto output port of the e ey
UV Reactor using Teflon sealing tape to seal the threads. RED barbed
plastic fitting must be BELOW the level of the outlet to ensure that air is
not trapped in the valve.

2. Connect the outlet piping to the output of Temperature Management
Valve using Teflon sealing tape to seal the threads.

3. Connect the plastic tubing supplied to the RED barbed plastic fitting on
the Temperature Management Valve. plastic tubing to drain —

4.  Secure the other end of the plastic tubing to a suitable drain (Note:
ensure that no BACK-FLOW can occur and that all local plumbing
codes are met).

Temp. management valve

| fully insert tubing over barbed
plastic fitting

Lto drain
—

Specifications

Part Number Connection Opening Temperature Max.Pressure Hose Barb.
TMV3870-304 1"Female
TMV4870-304 1-1/2"Female
TMV5870-304 2"Female 56C(135F) 145051 ST
TMV3870-316 1"Female
TMV4870-316 1-1/2"Female
TMV5870-316 2"Female
Accessories
Part Number Connection Description
GDTRV-20-0070 3/8” Thermal Relief Valve, suit for TMV3870-304/316 and TMV4870-304/316
GDTRV-20-0071 1/2" Thermal Relief Valve, suit for TMV5870-304/316
GDHT-72000 @7 2 Meters Hose Tubing
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SPECIFICATIONS
| Model | _WPS11-10G___ | WPS2213G___| __WPS22:206 |

Flow Rate@30mJ/cm?2 10gpm (38lpm, 2.3m3/hr.) 13gpm (50Ipm, 3.0m3/hr.) 20gpm (75lpm, 4.5m3/hr.)

Flow Rate@40mJ/cm2 7gpm (27lpm, 1.6m3/hr.) 10gpm (38lpm, 2.3m3/hr.) 14gpm (53Ipm, 3.2m3/hr.)
Inlet/Outlet 1" MNPT (MBSP)

Dimensions 59 x 20 x 46cm|(23.2"x7.9"x18.1") 59 x 20 x 72cm(23.2"x7.9"x28.4") 59 x 20 x 72cm(23.2"x7.9"x28.4")
Filter Housings 4.5"x10", Part# PH4510 4.5"x20", Part# PH4520 4.5"x20", Part# PH4520
Filter Cartridges Melt Blown Filter or Pleated Filter or Carbon Block

Lamp#/Watts GHO310T5L/4-LT, 35W GHO422T5L/4-LT, 40W GHOS512T5L/4-LT, 50W
Power Consumption 42W 48W 59W

Quartz Sleeve Part# QS340 QS452 QS542

IC Controller Part#BAP100365, 100-250V./50-60Hz.

" “Monitored | wes11-1oGms |  weszz-13oms | wpszz-zooms |

IC Controller Part#BAP100365MS, 100-250V./50-60Hz.

254NM UV Sensor GDS254NM15-V
4-20mA Output YES (optional)

* Flow Rate Stated at 95% UVT of EOL (End of Lamp Life

Control 60
4+ Lamp Operating LED : ’
+ Audible Lamp Failure

+ UV Relative Intenslty in % §
+ Low UV Alarm @\

+ 2-Stage Lamp Power

+ 4-20mA Output(optional, #YRJ45-420)
+ Lamp Life 365 Days Countdown

+ Countdown Resettable

+ Total Running Days

+ Lamp Replacement Reminder

+ Deferred Alarm(4 times max.)

+ Dry Contacts

50

WP522-20GMS

FLOW RATE (U.S.gpm)

Operating Parameters UV DOSE (mJ/cm?)
+ Max. operating pressure 125psi(8.62 bar)
+ Ambient water temperature 2-40°C (36-104°F)  Typical Installation
+ Iron<0.3ppm (0.3 mg/L)
+ Hardness <7gpg (120mg/L)
+ Turbidity < 1 NTU
+ UV Transmittance > 75%

General
+ 4-Log(99.99%) Reduction in Bacteria
Viruses and Protozoan Cysts
+ Horizontal Installation ‘

Warranty Aqualight™ ultraviolet disinfection systems carry a TWO year warranty on the stainless steel reactor chamber,
aone year warranty on UV lamp, quartz sleeve and other components.
N Water
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